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FORSHEDA PIPE LEAD-IN (OR APPROVED EQUAL)
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6" MIN. 1" MINUS SEWER ROCK
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NON-SHRINK CONC. GROUT OR PRE-CAST CONC. PILLOW BLOCK
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ST. STL. U-BOLT, FLAT WASHERS, LOCK WASHERS, AND HEX NUTS.  1 REQ'D. PER 4'-0" PIPE SECTION MIN., 2 PER MANHOLE.
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NOTES: 1. ONLY ONE DROP PIPE IS ALLOWED INSIDE THE MANHOLE. SIZE THE DROP PIPE TO BE THE SAME DIAMETER AS SEWER PIPE DISCHARGING INTO MANHOLE. 2. FOR DROP DISTANCE LESS THAN 18" NO DROP MANHOLE SHALL BE USED. THE CONTRACTOR SHALL SLOPE THE TROUGHS IN THE BASE OF THE MANHOLE TO ACCOMMODATE THE DROP DISTANCES. 3. GRADE RING, FRAME, LID, SEALANT, STEPS, ETC. TYPICAL TO STANDARD MANHOLE. MANHOLE SECTIONS ARE SIMILAR TO STANDARD MAHOLE BUT LARGER IN THICKNESS AND DIAMETER 
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